Proper product installation, in accordance with these instructions, is the responsibility of the installing agent. If you have any questions concerning these instructions, please call National Customer Service 800.482.1717.

Laudio™ Assembly Instruction

1. Orient headrest in an upright position. Align mounting holes in headrest assembly with the mounting holes on the upper portion of the backrest frame. Assemble using a quantity of (2) 1/4-20 X 3/4” screws. Figure A.

   Figure A

2. To adjust the headrest, move the headrest to its highest position, then to its lowest position. The headrest can then be adjusted to the height position of choice. Figure B.

   Figure B

Required Tools

- 5/32” Hex Key (Included)

Package Contents

<table>
<thead>
<tr>
<th>Item</th>
<th>Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Headrest assembly</td>
<td>1</td>
</tr>
<tr>
<td>1/4-20 X 3/4” screws</td>
<td>2</td>
</tr>
</tbody>
</table>

Product Line

Laudio™ Task Chair

Telephone 800.482.1717
Fax 812.482.8800
Part # 3102382
Rev, -

Printed in U.S.A
© 2013 Kimball International, Inc.

Assemble units as described herein only. All screws and bolts must be tightened securely and checked periodically after assembly. Failure to assemble or to secure parts properly may result in assembly failure and personal injury.